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Détail du SH 7208.39
Code SH 7208.39

Description Flat-rolled products of iron or non-alloy steel, of a width of 600 mm or more, hot-rolled, not clad, plated or coated / - Other, in coils, not
further worked than hot-rolled: / - - Of a thickness of less than 3 mm:

Unité
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Statut de vérification Données tarifaires vérifiées par rapport au fichier source ; conseils/correspondances indicatifs ; éligibilité ALE non vérifiée.

Lien https://vietnamtariff.com/hs-code/720839/

5 lignes tarifaires sous 7208.39

Code SH Description Unité Droit
d'importation
ordinaire

MFN VAT

7208.39.10 Flat-rolled products of iron or non-alloy steel, of a width of 600 mm or more, hot-rolled, not clad, plated or coated
/ - Other, in coils, not further worked than hot-rolled: / - - Of a thickness of less than 3 mm: / - - - Containing by
weight less than 0.6% of carbon and of a thickness of 0.17 mm or less

kg 5% 0% 10 / 8
(plusieurs
taux)

7208.39.20 Flat-rolled products of iron or non-alloy steel, of a width of 600 mm or more, hot-rolled, not clad, plated or coated
/ - Other, in coils, not further worked than hot-rolled: / - - Of a thickness of less than 3 mm: / - - - Containing by
weight less than 0.6% of carbon and of a thickness more than 0.17 mm but not exceeding 1.5 mm

kg 5% 0% 10 / 8
(plusieurs
taux)

7208.39.30 Flat-rolled products of iron or non-alloy steel, of a width of 600 mm or more, hot-rolled, not clad, plated or coated
/ - Other, in coils, not further worked than hot-rolled: / - - Of a thickness of less than 3 mm: / - - - Containing by
weight 0.6% or more of carbon and of a thickness not exceeding 1.5 mm

kg 5% 0% 10 / 8
(plusieurs
taux)

7208.39.40 Flat-rolled products of iron or non-alloy steel, of a width of 600 mm or more, hot-rolled, not clad, plated or coated
/ - Other, in coils, not further worked than hot-rolled: / - - Of a thickness of less than 3 mm: / - - - Of a thickness
more than 2 mm, maximum tensile strength of 550 Mpa and of a width not exceeding 1,250 mm

kg 5% 0% 10 / 8
(plusieurs
taux)

7208.39.90 Flat-rolled products of iron or non-alloy steel, of a width of 600 mm or more, hot-rolled, not clad, plated or coated
/ - Other, in coils, not further worked than hot-rolled: / - - Of a thickness of less than 3 mm: / - - - Other

kg 5% 0% 10 / 8
(plusieurs
taux)



Ce rapport est fourni à titre indicatif ; il est généré à partir des données tarifaires source et des règles de conseil. Il ne constitue pas une décision douanière et ne confirme ni le classement SH, ni
l'éligibilité à un ALE, ni la validité juridique. L'utilisateur doit vérifier au regard de la législation en vigueur.


