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Detalhe do SH 7208.39
Código SH 7208.39

Descrição Flat-rolled products of iron or non-alloy steel, of a width of 600 mm or more, hot-rolled, not clad, plated or coated / - Other, in coils, not
further worked than hot-rolled: / - - Of a thickness of less than 3 mm:

Unidade
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Estado da verificação Dados pautais confrontados com o ficheiro de origem; conselhos/correspondências indicativos; elegibilidade para o ACL não verificada.

Ligação https://vietnamtariff.com/hs-code/720839/

5 linhas pautais em 7208.39

Código
SH

Descrição Unidade Direito de
importação
ordinário

MFN VAT

7208.39.10 Flat-rolled products of iron or non-alloy steel, of a width of 600 mm or more, hot-rolled, not clad, plated or coated
/ - Other, in coils, not further worked than hot-rolled: / - - Of a thickness of less than 3 mm: / - - - Containing by
weight less than 0.6% of carbon and of a thickness of 0.17 mm or less

kg 5% 0% 10 / 8
(várias
taxas)

7208.39.20 Flat-rolled products of iron or non-alloy steel, of a width of 600 mm or more, hot-rolled, not clad, plated or coated
/ - Other, in coils, not further worked than hot-rolled: / - - Of a thickness of less than 3 mm: / - - - Containing by
weight less than 0.6% of carbon and of a thickness more than 0.17 mm but not exceeding 1.5 mm

kg 5% 0% 10 / 8
(várias
taxas)

7208.39.30 Flat-rolled products of iron or non-alloy steel, of a width of 600 mm or more, hot-rolled, not clad, plated or coated
/ - Other, in coils, not further worked than hot-rolled: / - - Of a thickness of less than 3 mm: / - - - Containing by
weight 0.6% or more of carbon and of a thickness not exceeding 1.5 mm

kg 5% 0% 10 / 8
(várias
taxas)

7208.39.40 Flat-rolled products of iron or non-alloy steel, of a width of 600 mm or more, hot-rolled, not clad, plated or coated
/ - Other, in coils, not further worked than hot-rolled: / - - Of a thickness of less than 3 mm: / - - - Of a thickness
more than 2 mm, maximum tensile strength of 550 Mpa and of a width not exceeding 1,250 mm

kg 5% 0% 10 / 8
(várias
taxas)

7208.39.90 Flat-rolled products of iron or non-alloy steel, of a width of 600 mm or more, hot-rolled, not clad, plated or coated
/ - Other, in coils, not further worked than hot-rolled: / - - Of a thickness of less than 3 mm: / - - - Other

kg 5% 0% 10 / 8
(várias
taxas)



Este relatório é meramente indicativo e é gerado a partir dos dados pautais de origem e das regras de aconselhamento. Não constitui uma decisão aduaneira e não confirma a classificação SH, a
elegibilidade para o ACL nem a validade jurídica. O utilizador deve verificar face à legislação em vigor.


